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PACBRAKE PRODUCT CATALOGUE

I PACIBRAKE COMPANY

As a proud family run business since 1961, Pachrake Company™ has been
committed to providing its customers with the highest quality products for a wide
range of vehicles. Over the years, the expertise and innovation of Pachrake's
dedicated staff transformed the company from an engine brake distributor, into an
industry leading manufacturer of automotive products. To this day, Pachrake
remains devoted to improving its product design through continuous research and
development in order to provide customers with the most advanced automotive
systems available, setting the standard for performance and durability across the
trucking industry.

Behind every Pachrake product stands a team of qualified engineers, state of the
art manufacturing facilities and an internationally recognized IS0 9001:2015 quality
management system.

Making headway into the aftermarket, Pacbrake is proud to introduce their
Performance line of heavy duty performance parts that help increase drive control,
improve mechanical suspension as well as optimize engine operation.

HISTORY
1960-1980
= Pacbrake Company™ incorporates in 1961

1980-1990
= Pacbrake develops new engine brake technology for
Detroit Diesel™, Caterpillar™ and Cummins™ engines

= Pachbrake becomes the first company to patent a combination
engine brake that utilizes an exhaust valve

1990-2000
® Pacbrake starts supplying engine and exhaust brakes to
Freightliner™, Kenworth™ and Detroit Diesel™

= Becomes the largest North American exhaust brake manufacturer
2000-2010
= Starts supplying valves to the US Military

= Pacbrake expands R&D efforts and starts development of
aftermarket products

= Starts supplying thermal management valves to Navistar™
® Expands aftermarket product line to include more tow/haul
solutions (air springs, in-cab controls and onboard air)
2010-PRESENT
= Pacbrake celebrates 50 years in business
= Supplies first hot EGR valve to Navistar™
= Develops the first engine brake for Cummins™ ISB engine

= Launches the first engine shut-off valve for the oil and
gas industry

= Develops new heavy duty air compressor line
= Pacbrake supplies first onboard air system for an OEM

= Pacbrake introduces heavy duty performance parts
featuring leveling kits, air horns, springs and more

The contents of this catalogue are subject to change without notice. Contact Pachrake for the most up-to-date information on our products

PA(IBRAKE SR SenBCVNGCs ' Blang, WA 35230516



PACBRAKE PRODUCT CATALOGUE
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PACBRAKE PRODUCT CATALOGUE

AIR HORNS

Let’em know you’re there with Pacbrake air horns kits. Premium kits come with a horn and
an onboard air kit. For those with an onboard air system Pacbrake also offers basic kits.

CATION MODEL KIT #

APPL

AIR HORNS

Premium Kits

For vehicles without an Onboard Air System

Premium Large Horn Universal HP10238
Premium Dual Horns Universal HP10213
Premium Horn Trio Universal HP10237
Premium Triple Train Horn Universal HP10314
Basic Kits For vehicles with an Onboard Air System

Basic Large Horn Universal HP10234
Basic Dual Horns Universal HP10073
Basic Horn Trio Universal HP10235
Basic Triple Train Horn Universal HP10254

LARGE HORN

PACBRAKE AIR OPERATED, LARGE AIR HORNS ARE MADE FROM
CAST ALUMINUM WITH A CHROME FINISH.

g=

Y

DECIBEL RATING AT 6 M [20 FT]

110 db @ 100 psig (gauge) [689 kPa]

FUNDAMENTAL FREQUENCY

1800 to 3550 Hz

OPERATING TEMPERATURE RANGE

-40°F to 248°F [-40°C to 120°C]

OPERATING AIR PRESSURE

100 to 135 psig (gauge) [689 to 931 kPa]

ACTUATION TYPE

Manual or solenoid

AIR INLET PORT

1/4" (-4) NPT

HP10236

Weight: 2.4 Ibs [1.1 kg]

A Width: 6.30" [160 mm]

B Height: 5.91" [150 mm]

C Length: 24.80" [640 mm]

D Height: 2.36" [60 mm]

E Bolt Spacing: 1.14" [29.0 mm]
F Mounting Holes: .31" [7.9 mm]

BRAKE

PREMIUM KIT | HP10238
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PREMIUM KITS CONTAIN:

All components from the basic kit
e HP32512VDC compressor (HP10143)
 Half gallon air tank (C11940)
e Curly hose air accessory kit (C11657)

e All necessary wiring, harnesses, fittings
& fasteners

BASIC KIT | HP10234
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* For vehicles with onboard air systems
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APPLICATIONS

AFTERMARKET BY

1. BRAKE

Truck Owner: Travis Haecker ;}
Sponsored by Pacbrake

Let’'em know you're there with PacBrake Air Horns

@ Universal Applications

20\ Premium kits come with an air compressor and air tank
P Basic kits for those who already have onboard air

Heavy duty design and build — Cast aluminum horns with
chrome or matte black finish and heavy duty components
Easy Install — All necessary wiring,

harnesses, fittings and fasteners

Large, Dual or Trio horn
configurations to choose from

You

i 3
www.pacbrake.com  800.663.0096
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PACBRAKE PRODUCT CATALOGUE

AIR HORNS

TRIPLE TRAIN HORN

PACBRAKE AIR OPERATED, TRIPLE TRAIN HORNS ARE MADE
WITH CAST STAINLESS STEEL AND ZINC ALLOY WITH

A CHROME FINISH.

DECIBEL RATING AT 6 M [20 FT]

110 db @ 100 psig (gauge) [689 kPa]

FUNDAMENTAL FREQUENCY

300 to 550 Hz

OPERATING TEMPERATURE RANGE

-40°F to 248°F [-40°C to 120°C]

OPERATING AIR PRESSURE

85 to 150 psig (gauge) [345 to 1034 kPa]

ACTUATION TYPE

Manual or solenoid

AIR INLET PORT

1/4" (-4) NPT

PREMIUM KIT | HP10314
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PREMIUM KITS CONTAIN:
* All components from the basic kit

e HP32512VDC compressor (HP10143)
 Half gallon air tank (C11940)
e Curly hose air accessory kit (C11657)

* All necessary wiring, harnesses, fittings
& fasteners

BASIC KIT | HP10254

* For vehicles with onboard air systems

HP10282

Weight: 8.0 Ibs [3.6 kg]

A Width: 11.8" [300 mm]

B Height: 5.0" [125 mm]

C Bolt Spacing: 2.0" [50.8 mm]

D Mounting Hole: 0.375" [9.5 mm]
E Height: 11.0" [280 mm]

F Length: 15.3" [390 mm]
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1 2 Pacbrake Wireless Air Spring Controls give you the ability to adjust your air
spring pressure with your phone from both inside and outside of the vehicle.

Independent & Simultaneous Air Spring Controls

@ 3 Customizable Presets

@ Pre-assembled Plug & Play Harness

Robust Heavy Duty Solenoids
@ Simple Customization

@ Easily Serviceable

Learn More: www.pachrake.com/wireless

BRAKE




DUAL HORNS

PACBRAKE AIR OPERATED, DUAL AIR HORNS ARE

MADE WITH CAST ALUMINUM WITH
A CHROME FINISH.

DECIBEL RATING AT 6 M [20 FT]

125 db @ 100 psig (gauge) [689 kPa]

FUNDAMENTAL FREQUENCY

1800 to 3550 Hz

OPERATING TEMPERATURE RANGE

-40°F to 248°F [-40°C to 120°C]

OPERATING AIR PRESSURE

100 to 135 psig (gauge) [689 to 931 kPa]

ACTUATION TYPE

Manual or solenoid

AIR INLET PORT

1/4" (-4) NPT

HP10028

Weight: 1.4 Ibs [0.6 kg]
A Width: 3.74" [95 mm]
B Height: 6.89" [175 mm]

C Length: 14.57" [360 mm] I}
D Height: 3.43" [87.2 mm]
E Mounting Holes: .38" [9.5 mm]

F Mounting Holes: 1.38" [35 mm]
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PREMIUM KIT | HP10213
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PREMIUM KITS CONTAIN:

¢ All components from the basic kit

e HP32512VDC compressor (HP10143)
e Half gallon air tank (C11940)

e Curly hose air accessory kit (C11657)

¢ All necessary wiring, harnesses, fittings
& fasteners

BASIC KIT | HP10073

* For vehicles with onboard air systems

HORN TRIO

PACBRAKE AIR OPERATED, AIR HORN TRIOS ARE MADE

WITH CAST ALUMINUM & FINISHED
IN A MATTE BLACK.

DECIBEL RATING AT 6 M [20 FT]

125 db @ 100 psig (gauge) [689 kPa]

FUNDAMENTAL FREQUENCY

1800 to 3550 Hz

OPERATING TEMPERATURE RANGE

-40°F to 248°F [-40°C to 120°C]

OPERATING AIR PRESSURE

100 to 135 psig (gauge) [689 to 931 kPa]

ACTUATION TYPE

Manual or solenoid

AIR INLET PORT

1/4" (-4) NPT

HP10239

Weight: 1.7 Ibs [0.7 kg]

A Width: 6.69" [170 mm]

B Height: 2.98" [75.8 mm]

C Bolt Spacing: .96" [24.5 mm]
D Mounting Hole: .25" [6.4 mm]
E Height: 6.89" [175 mm]

F Length: 11.61" [300 mm]

6 & ® wwwpachrake.com/Performance

PREMIUM KIT | HP10237
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PREMIUM KITS CONTAIN:

* All components from the basic kit

e HP32512VDC compressor (HP10143)
* Half gallon air tank (C11940)

e Curly hose air accessory kit (C11657)

* All necessary wiring, harnesses, fittings
& fasteners

BASIC KIT | HP10235
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* For vehicles with onboard air systems
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PACBRAKE PRODUCT CATALOGUE

STAGE 1 LEVELING KITS

Install Pacl:’brake;f Ii?htweightlaluminum LIFETIME - EASY
t t il springs t

level your truck's stance. L

2" LEVELING KIT (CAST ALUMINUM) | HP10026

Diesel & gasoline engines produce incredible amounts of
torque and are quite heavy, which in turn puts pressure
on the front coil springs. Over time, the additional weight
reduces the height of the front suspension, causing it to
sit much lower than the rear. Pacbrake has a solution, by
installing our lightweight cast aluminum spacers above
the factory coil springs to level the vehicle’s stance.
*A coil spring compressor is required for installation.

MATERIAL | Cast aluminum
FINISH | Powder coated
HARDWARE | A2 Stainless Steel
LIFT HEIGHTS | 2" [50.8 mm]

LEVELING KITS (BILLET ALUMINUM)

= Levels the stance of a vehicle by
raising the front end a fixed amount

= |ncreases both the ground and wheel
well clearance to allow for installation
of larger tires

= Designed with safety and ease of
installation in mind, these kits require
no strut preloading, cutting, or
modification of factory installed parts

MATERIAL | CNC machined 6061-T6 aluminum
FINISH | Blue anodized per MIL-A8625F type Il, class 2
HARDWARE | Class 10.9 fasteners and grade B7 studs
LIFT HEIGHTS | 1.5", 2" or 2.5" [38 mm, 50.8 mm or 57 mm]

GMC/CHEVROLET DODGE RAM KIT FORD KIT

v
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Chevrolet

Colorado INcL zR2 (BILLET ALUMINUM) 2015-2020 2WD/4WD 1 32" HP10343
Silverado 1500 (iLeT ALumINUM) 2007-2018 2WD/4WD 1.5" or 2.25" 33" HP10251
Silverado 1500 (si.LeT ALuMINUM) 2019-2020 2WD/4WD 2" 33" HP10345
Dodge

Ram 1500 (casTALumivum) 1994-2001 4WD 2" - HP10026
Ram 1500 MEGA CAB (BILLET ALUMINUM) 1994-2009 4WD 2" 35" HP10290
Ram 1500 NON-MEGA CAB (BILLET ALUMINUM) 2006-2020 4WD 2" 35" HP10252
Ram 2500 (cas7ALuminum) 1994-2013 4WD 2" - HP10026
Ram 2500 (siLLeT ALuminum) 1994-2013 4WD 2" 35" HP10290
Ram 2500 (siLLeT ALuMINUM) 2014-2020 4WD 1.75" 33" HP10291
Ram 3500 (casTALuminum) 1994-2012 4WD 2" - HP10026
Ram 3500 (si.LeT ALuminuM) 1994-2013 4WD 2" 35" HP10290
Ram 3500 (siiLeT ALuminum) 2013-2020 4WD 1.75" 33" HP10291
Ford

Ranger (siLLeT ALuminum) 2019-2020 2WD/4WD 2.25" 32" HP10346
F-150 (BiLLET ALUMINUM) 2004-2020 2WD/4WD 2" gg: :iwgi HP10253
F-250 SUPER DUTY (BILLET ALUMINUM) 2005-2010 4WD 25" 35" HP10292
F-250 SuPER DUTY (BILLET ALUMINUM) 2011-2020 4WD 25" 35" HP10294
F-350 SUPER DUTY (BILLET ALUMINUM) 2005-2010 4WD 25" 35" HP10292
F-350 SUPER DUTY (BILLET ALUMINUM) 2011-2020 4WD 25" 35" HP10294
F-450 SuPER DUTY (BILLET ALUMINUM) 2005-2010 4WD 25" 35" HP10292
F-550 SUPER DUTY (BILLET ALUMINUM) 2005-2010 4WD 2.5" 35" HP10292
GMC

Canyon INCL. ZR2 (BILLET ALUMINUM) 2015-2020 2WD/4WD 1" 32" HP10343
Sierra 1500 (3/.LET ALUMINUM) 2007-2018 2WD/4WD 1.5" or 2.25" 33" HP10251
Sierra 1500 (Bi.LeT ALuminum) 2019-2020 2WD/4WD 2" 33" HP10345
Toyota

Tacoma (BiLLET ALuminum) 2005-2020 4WD 2.25" 33" HP10341
Tacoma Prerunner (iLET ALUMINUM) 2005-2020 2WD 2.25" 33" | HP10341

I

€ & B wwwpachrake.com/Performance  800.663.0096



PACBRAKE PRODUCT CATALOGUE

MAX FLOW ELBOW

This 4" cast iron elbow is designed to replace the restrictive stock Dodge elbow and
increase your exhaust flow. There is a pre-tapped ;" NPT port for pyrometer (can be used to
measure exhaust system backpressure) and the elbow can be used when an InLine exhaust
brake installation is required.

C44083

BENEFITS ADDITIONALKIT INFO
* Gain horsepower, torque e Full marmon 4"
and fuel mileage exhaust outlet
* Eliminate turbo lag * Includes exhaust
 Lower exhaust gas adapter, V" clamp
temperature * 12 point fasteners

& flange gasket

ROTATING
EXHAUST FLOW
FROM TURBO

WASTEGATE
2

STOCK OUTLET OUTLET OUTLET

Max Flow Dodge Eibow
Dodge 1994-2002  Ram Trucks (Equipped with Cummins & 4" Exhaust) I C44083 I

BRAKE
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OIL FILTER RELOCATION KITS

Pacbrake oil filtration relocation kit provides easy access & serviceability

to the engine’s oil filter. An oil filter relocation kit is most beneficial for

those who have twin turbos, as the installation of the second turbo denies
access to the stock filter location. Pacbrake has designed this high quality
filtration relocation kit using SAE grade hose, approved SAE fittings and CNC
machined anodized aluminum filter head and base.

0il Filter
Relocation Kit's
Filter Base

/5o

SAE _Gr_ade
Fittings STOCK FILTER

h LOCATION
Ty -

Oil Filter Relocation Kit's Head
NEW FILTER LOCATION

-
=

<«— SAE Grade Hose

AE;

OIL FILTER RELOCATION KITS

Dodge 1994-2002 RAM 5.9L Cummins Engines w/ Filter Thread of 1" X 16 UN HP10006
Dodge 2003-2007 RAM 5.9L Cummins Engines w/ Filter Thread of 1" X 16 UN HP10016
Dodge 2007 ¥2-2009 RAM 6.7L Cummins Engines” w/ Filter Thread of 1" X 16 UN HP10016
RAM 2010-2018 RAM w/ Filter Thread of 1" X 16 UN HP10305
RAM 1500 2009-2018 RAM 1500 w/ M22 X 1.5 mm Oil Filter Thread HP10362
RAM 1500 2019+ RAM 1500 w/ M22 X 1.5 mm Qil Filter Thread HP10363
RAM 2500/3500 2019+ RAM 2500/3500 w/ Filter Thread of 1" X 16 UN HP10364
. Universal Mounting Kit for Cummins Engines
Universal w/Filter Thread of 1" X 16 UN HP10007
. Universal Mounting Kit for Cummins Engines
Universal w/ Filter Thread of M27-2.0 (Metrc) HP10125
Universal Universal Mounting Kit for Cummins Engines HP10174

w/ Filter Thread of 1 1/8" x 16 UN

* Inner fender well must be modified to provide filter clearance

€ & B wwwpachrake.com/Performance  800.663.0096
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EXHAUST & ENGINE BRAKES

PACBRAKE’S HEAVY DUTY BRAKING FOR HEAVY DUTY HAULING

o Confidence -
Brake Wi AUTAOITLY

30,000 Ibs, additional control & stopping power ha
never been more necessary. Pachrake engine and
exhaust brakes are unmatched in braking performance.
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EXHAUST BRAKES LOIIDLEASHV ENGINE BRAKES HEPLACEMENT PARTS

Learn more about Pacbrake’s Exhaust & Engine Brake
product lines. Contact Pacbrake to order a Braking
product catalogue or go to pacbrake.com/ctlg
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SPRING KITS

Pacbrake offers a wide variety of spring kits for all applications of 6BT & 4BT Chrome
Cummins engines. Whether you are installing an exhaust brake or governor =~ < Ssglr:‘r’lgg

spring kits, we have the kit for you.

Heavy duty valve springs are Cummins OEM 3916691 white strip springs. The
601bs spring is required for exhaust brake applications and is suggested for
all governor spring installs.

Governor spring kits allow the Bosch P7100 to spin the engine RPM up to
4000 RPM. Each kit comes complete with parts for either 3000 or 4000 RPM.
Pacbrake's governor spring kits are recommended for vehicles that have 5
speed standard transmissions. They are perfect for those who tow heavy

3 %

Nitro

loads and want more responsive power.

PREMIUM KIT | HP10244"

6 HD VALVE SPRING WITH 6 VALVE COVER
GASKETS, 6 HOLD DOWN BOLT SEALS &
GOVERNOR SPRING KIT.

..08555888s:..

e zalas S

BASIC KIT | HP10241

6 HD VALVE SPRING WITH 6 VALVE COVER
GASKETS AND 6 HOLD DOWN BOLT SEALS.

< Carburized
Seats

SPRING KIT | HP10246°

6 HD VALVE SPRINGS & GOVERNOR
SPRING KIT.

288888 _

588886

eEERBBee

PREMIUM KIT | HP10243"

12 HD VALVE SPRING WITH 6 VALVE COVER
GASKETS, 6 HOLD DOWN BOLT SEALS &
GOVERNOR SPRING KIT.

%é%%%%%%%% ‘

BASIC KIT | HP10240

12 HD VALVE SPRING WITH 6 VALVE COVER
GASKETS AND 6 HOLD DOWN BOLT SEALS.

SPRING KIT | HP10245"
12 HD VALVE SPRINGS & GOVERNOR

558888688888

N zalas

588888

o8B Hse

55588

GASKETS KIT | HP10242

6 VALVE COVER GASKETS, 6 HOLD DOWN
BOLT SEALS.

GOVERNOR SPRING KIT
| HP10029"

GOVERNOR SPRING KIT.

o o o0 oo ==
%@

EE88ee

APPLICATION

Governor Springs
Dodge Ram (2500/3500)

1994-1998

Cummins 12 Valve Engine with a P7100 Injection Pump I

* PLEASE NOTE: THIS KIT IS NOT LEGAL FOR
SALE OR USE IN CALIFORNIA. This kit may not
meet emission standards for your area. Check your
local regulations prior to installing.

KIT #

HP10029 I

Heavy Duty Valve Springs/Gasket Kits
1988-1998

Dodge Ram
Dodge Ram

1994-1998

Cummins 12 Valve Engine

Cummins 12 Valve Engine with a P7100 Injection Pump

HP10040-HP10242
HP10043-HP10246

6 & ® wwwpachrake.com/Performance
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PACBRAKE PRODUCT CATALOGUE

SWITCHES

Increase accessory control with the flick of a switch.

SWITCH-PAC
TRANSMISSION SHIFT-LEVER MOUNTED ON/QFF SWITCH.

The Pacbrake Switch-Pac is a shifter-mounted switch, perfect
for air horns, auxiliary lights & almost anything else you wish
to control. It is available in momentary or latching & eliminates
the need to drill a hole in the vehicles dash.

The sleek black finish matches the factory transmission gear
lever and suits all interior colors. The convenient fingertip
control location provides easy access for accessory activation.
Kits are available in lighted, non-lighted latching switches &
non-lighted momentary switch versions. Switch brackets are
available to fit 34" and %" transmission shift-levers & 2003 +
Dodge Ram Automatic transmission shifter-levers.

3/4" DODGE AUTO
W | .|- H E SHIFTER SHIFTER
KIT # KIT #
Pacbrake Switch-Pac Kits
Momentary C10126 C10128 C10129
Non-Lighted C10127 C18042 C10135
Lighted C18040 C18041 C10136

PACBRAKE FOOT SWITCH | C11745
UNIVERSAL APPLICATIONS.
The convenient floor-mounted momentary ON/OFF switch

provides easy access for a multitude of applications including
exhaust brake activation and air horn switch.

APPLICATION

Pacbrake Foot Switch Kit

Universal

BRAKE
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4WD 2 WHEEL LOW KIT | C18056
FOR MANEUVERING A TRUCK (AND A TRAILER) IN TIGHT, UPHILL CONDITIONS.
The 4WD 2 Wheel Low kit allows the operator to engage the transfer case into 4WD low

range without engaging the front wheel drive. Hit the dash activation switch to provide
an extra low gear for backing up, which eliminates any front and rear wheel hop.

THIS KIT CONTAINS:
* Nylon tubing

* Brass fittings

* Plated hardware

* 12VDC 3-way vacuum
solenoid

4AWD 2 Wheel Low Kit
Dodge 1994-2002  Ram Trucks | cisose |

PERFORNMANCE OVERRIDE KIT | C18053
BE ABLE TO OVERRIDE THE POWER OF YOUR VEHICLE WITH THE FLICK OF A SWITCH.
This kit has the ability to cut your engine’s horsepower by approximately %2, by

preventing full fuel flow to the injectors. This switch is designed for situations when you
don’t want the vehicle operator to experience the full power of the engine.

TT)

THIS KIT CONTAINS:
* Nylon tubing

* 12VDC 3-way solenoid
* Brass fittings
e Zinc plated drill screws

Performance Override Kit
Dodge 1994-1998 Dodge Ram Diesel Trucks with a Bosch P7100 Injection Pump I C18053 I

€ & B wwwpachrake.com/Performance  800.663.0096
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PACBRAKE PRODUCT CATALOGUE

TIE ROD SLEEVES

Increase your vehicle’s performance with reinforced tie rods.

TIE ROD SLEEVES | HP10025

For safety and security, Pacbrake stainless steel tie rod
sleeves reinforce the stock castiron tie rods to prevent them
from bending and ultimately breaking. This kit is recommended
for those who go off-roading, but many may be interested in
this inexpensive kit to ensure the safety of their vehicle

and passengers.

BEFORE AFTER

TIRE

STOCK CAST IRON TIE ROD

STOCK CAST IRON TIE ROD
WITH STAINLESS STEEL SLEEVE

FEATURES /BENEFITS:
303 Stainless Steel

* Easy installation
* CNC machined parts
* Maintains front end alignment

* Strengthens stock tie rods

APPLICATION [YEAR[MODEL KIT#

Tie Rod Sleeves
Chevrolet/GMC 1999-2006  Full Size Trucks (Including SUV & Hummer) HP10025
Chevrolet/GMC 1999-2008  2500HD, 3500 (Tie Rod must be M14 x 1.5 Thread) HP10025

BRAKE




Pacbrake Air Horns

Limited Warranty

PACBRAKE AIR HORNS
LIMITED WARRANTY

This Pacbrake warranty applies to all Air Horns
delivered on or after May 1, 2007.

The Air Horns are a product of Pacbrake Company and
is warranted to be free of defects in construction and
operation under normal use and service for the
Warranty Coverage periods set forth. The warranty is
non-transferable to next vehicle owner or another
vehicle. There are no representations or warranties,
which extend beyond the terms hereof.

THERE ARE NO OTHER WARRANTIES, EXPRESSED OR
IMPLIED, INCLUDING NO WARRANTY OF
MERCHANTABILITY AND NO WARRANTY OF FITNESS
FOR A PARTICULAR PURPOSE.

PRODUCT WARRANTED

Warranty Coverage applies to ALL PACBRAKE
AIR HORNS

WARRANTY COVERAGE

60 days from date of purchase against manufacturing
defects.

Labor charges:

Labor charges associated with repair or replacement
of this product is the sole responsibility of the vehicle
owner.

arranty

LIMITED WARRANTY

Under these limited warranties, Pacbrake will repair or
replace without charge, any part returned to us, freight
prepaid, which our examination discloses to our
satisfaction to have been defective within the warranty
coverage period measured from the date of delivery of
the product in question to the original user.

This warranty will not apply to any part or parts which
have been altered or repaired, or to parts which have
been subjected to misuse, abuse, neglect, off-road,
racing (“Racing” is used in its broadest sense and for
example, without regard to formalities in relation to
prizes, competition, etc.) or accident, cosmetic and or
finishing issues, or to parts which have been
improperly applied, or installed. Improper installation,
application, or substitution of parts not manufactured
or approved by us shall void this warranty.

PACBRAKE'S SOLE LIABILITY AND YOUR EXCLUSIVE
REMEDY IS LIMITED TO THE OBLIGATIONS SET FORTH
HEREIN AND PACBRAKE SHALL NOT BE LIABLE FOR
ANY SPECIAL, INDIRECT, OR CONSEQUENTIAL
DAMAGES.

If the product should become defective within the
warranty coverage period an authorized Pacbrake
distributor shall be notified by you within ninety (90)
days of your having notice of a defect. If a Pacbrake
Distributor is unable to correct the problem or if you
have any questions regarding this warranty, write to
the following address providing full details of the
problem including proof of purchase and the model
number of the product involved.

USA: Pacbrake Company
1670 Grant Avenue
Blaine, WA 98230-5161

Pacbrake Company
19594 - 96th Ave.
Surrey, BC V4N 4C3

Canada:

Warranty registrations must be completed either online or via mail using the provided warranty card in your
Pacbrake product kit. All warranty registrations must be submitted within 30 days of the installation date.

PACBRAKE

800.663.0096 / pachrake.com
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Pacbrake's 4WD 2 Wheel Low Kits &

Performance Override Switch Kits

arranty

PACBRAKE LIMITED WARRANTY

This Pacbrake warranty applies to all 4WD 2 Wheel
Low Kits and Performance Override Switch Kits
delivered on or after March 1%, 2007.

The 4WD 2 Wheel Low Kits and the Performance
Override Switch Kits are products of Pacbrake
Company and is warranted to be free of defects in
construction and operation under normal use and
service for the Warranty Coverage periods set forth.
The warranty is non-transferable to next vehicle owner
or another vehicle. There are no representations or
warranties, which extend beyond the terms hereof.

THERE ARE NO OTHER WARRANTIES, EXPRESSED OR
IMPLIED, INCLUDING NO WARRANTY OF
MERCHANTABILITY AND NO WARRANTY OF FITNESS
FOR A PARTICULAR PURPOSE.

PRODUCT WARRANTED

Warranty Coverage applies to ALL PACBRAKE 4WD
2 WHEEL LOW KITS & PERFORMANCE OVERRIDE
SWITCH KITS.

WARRANTY COVERAGE

6 months against workmanship issues and
manufacturing material defects.

Labor charges:

Labor charges associated with repair or replacement
of this product is the sole responsibility of the vehicle
owner.

LIMITED WARRANTY

Under these limited warranties, Pacbrake will repair or
replace without charge, any part returned to us, freight
prepaid, which our examination discloses to our
satisfaction to have been defective within the warranty
coverage period measured from the date of delivery of
the product in question to the original user.

This warranty will not apply to any part or parts which
have been altered or repaired, or to parts which have
been subjected to misuse, abuse, neglect, off-road,
racing (“Racing” is used in its broadest sense and for
example, without regard to formalities in relation to
prizes, competition, etc.) or accident, cosmetic and or
finishing issues, or to parts which have been
improperly applied, or installed. Improper installation,
application, or substitution of parts not manufactured
or approved by us shall void this warranty.

PACBRAKE'S SOLE LIABILITY AND YOUR EXCLUSIVE
REMEDY IS LIMITED TO THE OBLIGATIONS SET FORTH
HEREIN AND PACBRAKE SHALL NOT BE LIABLE FOR
ANY SPECIAL, INDIRECT, OR CONSEQUENTIAL
DAMAGES.

If the product should become defective within the
warranty coverage period an authorized Pacbrake
distributor shall be notified by you within ninety (90)
days of your having notice of a defect. If a Pacbrake
Distributor is unable to correct the problem or if you
have any questions regarding this warranty, write to
the following address providing full details of the
problem including proof of purchase and the model
number of the product involved.

USA: Pacbrake Company
1670 Grant Avenue
Blaine, WA 98230-5161

Pacbrake Company
19594 - 96th Ave.
Surrey, BC V4N 4C3

Canada:

Warranty registrations must be completed either online or via mail using the provided warranty card in your
Pacbrake product kit. All warranty registrations must be submitted within 30 days of the installation date.

" [IIPACBRAKE




Pacbrake Leveling Kits

Limited Warranty

PACBRAKE LEVELING KITS
LIMITED WARRANTY

This Pacbrake warranty applies to all Leveling Kits
delivered on or after March 1, 2007.

The Leveling Kit is a product of Pacbrake Company and
is warranted to be free of defects in construction and
operation under normal use and service for the
Warranty Coverage periods set forth. The warranty is
non-transferable to next vehicle owner or another
vehicle. There are no representations or warranties,
which extend beyond the terms hereof.

THERE ARE NO OTHER WARRANTIES, EXPRESSED OR
IMPLIED, INCLUDING NO WARRANTY OF
MERCHANTABILITY AND NO WARRANTY OF FITNESS
FOR A PARTICULAR PURPOSE.

PRODUCT WARRANTED

Warranty Coverage applies to ALL PACBRAKE
LEVELING KITS.

WARRANTY COVERAGE

Product has lifetime warranty to the original purchaser.

Labor charges:

Labor charges associated with repair or replacement
of this product is the sole responsibility of the vehicle
owner.

arrantyi

LIMITED WARRANTY

Under these limited warranties, Pacbrake will repair or
replace without charge, any part returned to us, freight
prepaid, which our examination discloses to our
satisfaction to have been defective within the warranty
coverage period measured from the date of delivery of
the product in question to the original user.

This warranty will not apply to any part or parts which
have been altered or repaired, or to parts which have
been subjected to misuse, abuse, neglect, off-road,
racing ("Racing” is used in its broadest sense and for
example, without regard to formalities in relation to
prizes, competition, etc.) or accident, cosmetic and or
finishing issues, or to parts which have been
improperly applied, or installed. Improper installation,
application, or substitution of parts not manufactured
or approved by us shall void this warranty.

PACBRAKE'S SOLE LIABILITY AND YOUR EXCLUSIVE
REMEDY IS LIMITED TO THE OBLIGATIONS SET FORTH
HEREIN AND PACBRAKE SHALL NOT BE LIABLE FOR
ANY SPECIAL, INDIRECT, OR CONSEQUENTIAL
DAMAGES.

If the product should become defective within the
warranty coverage period an authorized Pacbrake
distributor shall be notified by you within ninety (90)
days of your having notice of a defect. If a Pacbrake
Distributor is unable to correct the problem or if you
have any questions regarding this warranty, write to
the following address providing full details of the
problem including proof of purchase and the model
number of the product involved.

USA: Pacbrake Company
1670 Grant Avenue
Blaine, WA 98230-5161

Pacbrake Company
19594 - 96th Ave.
Surrey, BC V4N 4C3

Canada:

Warranty registrations must be completed either online or via mail using the provided warranty card in your
Pachrake product kit. All warranty registrations must be submitted within 30 days of the installation date.

800.663.0096 / www.pacbrake.com




Pacbrake 0il Filter Relocation Kits

Limited Warranty

arranty

PACBRAKE OIL FILTER RELOCATION KITS
LIMITED WARRANTY

This Pacbrake warranty applies to all Oil Filter
Relocation Kits delivered on or after April 1, 2007.

The Oil Filter Relocation Kit is a product of Pacbrake
Company and is warranted to be free of defects in
construction and operation under normal use and
service for the Warranty Coverage periods set forth.
The warranty is non-transferable to next vehicle owner
or another vehicle. There are no representations or
warranties, which extend beyond the terms hereof.

THERE ARE NO OTHER WARRANTIES, EXPRESSED OR
IMPLIED, INCLUDING NO WARRANTY OF
MERCHANTABILITY AND NO WARRANTY OF FITNESS
FOR A PARTICULAR PURPOSE.

PRODUCT WARRANTED

Warranty Coverage applies to ALL PACBRAKE OIL
FILTER RELOCATION KITS.

WARRANTY COVERAGE

90 days from the date of original purchase with a
defect in either material or workmanship of the
product.

Labor charges:

Labor charges associated with repair or replacement
of this product is the sole responsibility of the vehicle
owner.

LIMITED WARRANTY

Under these limited warranties, Pacbrake will repair or
replace without charge, any part returned to us, freight
prepaid, which our examination discloses to our
satisfaction to have been defective within the warranty
coverage period measured from the date of delivery of
the product in question to the original user.

This warranty will not apply to any part or parts which
have been altered or repaired, or to parts which have
been subjected to misuse, abuse, neglect, off-road,
racing (“Racing” is used in its broadest sense and for
example, without regard to formalities in relation to
prizes, competition, etc.) or accident, cosmetic and or
finishing issues, or to parts which have been
improperly applied, or installed. Improper installation,
application, or substitution of parts not manufactured
or approved by us shall void this warranty.

PACBRAKE'S SOLE LIABILITY AND YOUR EXCLUSIVE
REMEDY IS LIMITED TO THE OBLIGATIONS SET FORTH
HEREIN AND PACBRAKE SHALL NOT BE LIABLE FOR
ANY SPECIAL, INDIRECT, OR CONSEQUENTIAL
DAMAGES.

If the product should become defective within the
warranty coverage period an authorized Pacbrake
distributor shall be notified by you within ninety (90)
days of your having notice of a defect. If a Pacbrake
Distributor is unable to correct the problem or if you
have any questions regarding this warranty, write to
the following address providing full details of the
problem including proof of purchase and the model
number of the product involved.

USA: Pacbrake Company
1670 Grant Avenue
Blaine, WA 98230-5161

Pacbrake Company
19594 - 96th Ave.
Surrey, BC V4N 4C3

Canada:

Warranty registrations must be completed either online or via mail using the provided warranty card in your
Pacbrake product kit. All warranty registrations must be submitted within 30 days of the installation date.
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Pacbrake Tie Rod Sleeves

Limited Warranty

arranty

PACBRAKE TIE ROD SLEEVES
LIMITED WARRANTY

This Pacbrake warranty applies to all Tie rod Sleeves
delivered on or after March 1, 2007.

The Tie Rod Sleeve is a product of Pacbrake Company
and is warranted to be free of defects in construction
and operation under normal use and service for the
Warranty Coverage periods set forth. The warranty is
non-transferable to next vehicle owner or another
vehicle. There are no representations or warranties,
which extend beyond the terms hereof.

THERE ARE NO OTHER WARRANTIES, EXPRESSED OR
IMPLIED, INCLUDING NO WARRANTY OF
MERCHANTABILITY AND NO WARRANTY OF FITNESS
FOR A PARTICULAR PURPOSE.

PRODUCT WARRANTED

Warranty Coverage applies to ALL PACBRAKE TIE ROD
SLEEVE KITS.

WARRANTY COVERAGE

6 months or 6,000 miles (9,600 kilmoetres), whichever
shall occur first, against the manufacturing material
and defects.

Labor charges:

Labor charges associated with repair or replacement
of this product is the sole responsibility of the vehicle
owner.

Tie Rod Sleeve Replacement Assemblies Coverage Period:

Replacement component and or Assemblies: 6 months
or 6,000 miles (9,600 kilometres), or the remainder of
the original warranty, whichever is longer.

LIMITED WARRANTY

Under these limited warranties, Pacbrake will repair or
replace without charge, any part returned to us, freight
prepaid, which our examination discloses to our
satisfaction to have been defective within the warranty
coverage period measured from the date of delivery of
the product in question to the original user.

This warranty will not apply to any part or parts which
have been altered or repaired, or to parts which have
been subjected to misuse, abuse, neglect, off-road,
racing (“Racing” is used in its broadest sense and for
example, without regard to formalities in relation to
prizes, competition, etc.) or accident, cosmetic and or
finishing issues, or to parts which have been
improperly applied, or installed. Improper installation,
application, or substitution of parts not manufactured
or approved by us shall void this warranty.

PACBRAKE'S SOLE LIABILITY AND YOUR EXCLUSIVE
REMEDY IS LIMITED TO THE OBLIGATIONS SET FORTH
HEREIN AND PACBRAKE SHALL NOT BE LIABLE FOR
ANY SPECIAL, INDIRECT, OR CONSEQUENTIAL
DAMAGES.

If the product should become defective within the
warranty coverage period an authorized Pacbrake
distributor shall be notified by you within ninety (90)
days of your having notice of a defect. If a Pacbrake
Distributor is unable to correct the problem or if you
have any questions regarding this warranty, write to
the following address providing full details of the
problem including proof of purchase and the model
number of the product involved.

USA: Pacbrake Company
1670 Grant Avenue
Blaine, WA 98230-5161

Pacbrake Company
19594 - 96th Ave.
Surrey, BC V4N 4C3

Canada:

Warranty registrations must be completed either online or via mail using the provided warranty card in your
Pacbrake product kit. All warranty registrations must be submitted within 30 days of the installation date.

800.663.0096 / www.pacbrake.com




Pacbrake Valve Springs & Valve Cover Gasket/Seal Kits

Limited Warranty

PACBRAKE VALVE SPRINGS & VALVE
COVER GASKET/SEAL KITS LIMITED
WARRANTY

This Pacbrake warranty applies to all Pacbrake Valve
Springs & Valve Cover Gasket/Seal Kits delivered on or
after March 1%, 2007.

Pacbrake Valve Springs & Valve Cover Gasket/Seal Kits
are products of Pacbrake Company and are warranted
to be free of defects in construction and operation under
normal use and service for the Warranty Coverage
periods set forth. The warranty is non-transferable to
next vehicle owner or another vehicle. There are no
representations or warranties, which extend beyond the
terms hereof.

THERE ARE NO OTHER WARRANTIES, EXPRESSED OR
IMPLIED, INCLUDING NO WARRANTY OF
MERCHANTABILITY AND NO WARRANTY OF FITNESS
FOR A PARTICULAR PURPOSE.

PRODUCT WARRANTED
Warranty Coverage applies to ALL PACBRAKE VALVE
SPRINGS & VALVE COVER GASKET/SEALKITS.

WARRANTY COVERAGE
90 days against workmanship issues and manufacturing
material defects.

Labor charges:

Labor charges associated with repair or replacement of
this product is the sole responsibility of the vehicle
owner.

HP10244, HP10245 & HP10246) ARE NOT
LEGAL FOR SALE OR USE IN CALIFORNIA.

These kits may not meet emission standards for your
area. Check your local regulations prior to installing.

@ GOVERNOR SPRING KITS (HP10029, HP10243,

arranty

LIMITED WARRANTY

Under these limited warranties, Pacbrake will repair or
replace without charge, any part returned to us, freight
prepaid, which our examination discloses to our
satisfaction to have been defective within the warranty
coverage period measured from the date of delivery of
the product in question to the original user.

This warranty will not apply to any part or parts which
have been altered or repaired, or to parts which have
been subjected to misuse, abuse, neglect, off-road,
racing (“Racing” is used in its broadest sense and for
example, without regard to formalities in relation to
prizes, competition, etc.) or accident, cosmetic and or
finishing issues, or to parts which have been improperly
applied, or installed. Improper installation, application, or
substitution of parts not manufactured or approved by us
shall void this warranty.

PACBRAKE'S SOLE LIABILITY AND YOUR EXCLUSIVE
REMEDY IS LIMITED TO THE OBLIGATIONS SET FORTH
HEREIN AND PACBRAKE SHALL NOT BE LIABLE FOR
ANY SPECIAL, INDIRECT, OR CONSEQUENTIAL
DAMAGES.

If the product should become defective within the
warranty coverage period an authorized Pacbrake
distributor shall be notified by you within ninety (90) days
of your having notice of a defect. If a Pacbrake
Distributor is unable to correct the problem or if you have
any questions regarding this warranty, write to the
following address providing full details of the problem
including proof of purchase and the model number of the
product involved.

USA: Pacbrake Company
1670 Grant Avenue
Blaine, WA 98230-5161

CANADA: Pacbrake Company
19594 - 96th Avenue
Surrey, BC V4N 4C3

Warranty registrations must be completed either online or via mail using the provided warranty card in your
Pacbrake product kit. All warranty registrations must be submitted within 30 days of the installation date.

PACBRAKE

800.663.0096 / pachrake.com
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